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Unfinished assembly of 
wall with formwork on 

both sides. Note that 
screens at different 
ground levels have 

been joined together. 

Formwork face 
of screens. Note 
good finish of 
concrete. 
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The simplest way to erect vertical 
concrete structures, with a 
minimum of parts and accessories 
for easier assembly and control. 
This is a complete, metal-only range 
with low maintenance costs, ideal 
for high-speed work.

SCREEN

The formwork screens in the Heavy Range con-
sist of a metal frame, to which a 3 mm thick steel 
sheet is welded. The profiles which make up the 
frame of the screen have a groove running along 
the whole of the inner rim of the frame, so that 
screens with clamps can be joined quickly, safely 
and with no need for fixed positioning (screens 
on ground of different levels can be joined toge-
ther).

STANDARD MEASUREMENTS

Standard heights: 3.000/1.500/1.000 mm.
Standard widths: 2.400, 1000, 900, 800, 700, 600, 
 500, 400, 300, 200 mm.

CAST IRON CORNER

To extend the life of the screen, a cast iron cornerpiece is 
used instead of forming corners by welding together the 
profiles of the frame at an angle. This cornerpiece has a 
recess, so that a bar can be inserted to plumb, move or 
remove the formwork without damaging the frame of the 
screen.

The resistance of the Heavy 
Range is 70 kNw/m2, with a 
maximum deformation for this 
pressure level of under 3 mm.
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Assembly of formwork for both 
sides of wall using the Heavy Range.
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JOINING SCREENS:  
HEAVY RANGE FIXED CLAMP

The Heavy Range fixed clamp is the piece which  
brings together, aligns and joins two screens  
quickly, with a hammer blow to the wedge. To  
release, simply hit in the opposite direction to the wedge. Guarantees fast, safe assembly, and allows any 
layout (there is no fixed joint, as the joint is along the groove made in the frame for this purpose).

The Heavy Range extendable clamp is used  
when there is another component between  
the screens to be joined together (connec- 
ting profile, wood, etc.). Its opening and 
closing system uses a spindle, and can accommodate measurements between 50 mm. and 230 mm. approx.

The Heavy Range short extendable corner  
clamp is designed to join internal corners, and  
therefore has only one arm.

The Heavy Range clamps are different from  
those of the Cofenol Range, so although they can also be used with the Cofenol Range if attached outside 
the profile (providing less alignment), it is advisable to use the correct clamp in each Range.

OTHER JOINING COMPONENTS: DYWIDAG + NUT

Thanks to the side holes lining in all 4 sides of the screens, they can be joined together using a 15.5 mm. dia-
meter Dywidag bar and a hexagonal nut. Although this type of joint is cheaper than a clamp joint, three times 
as many joints are needed, they are slower to make, and they do not align the screens.

TENSIONERS FOR BOTH SIDES OF 
WALL

For walls with formwork on both sides, a 15.5 
mm. diameter Dywidag bar must be placed 
across the wall, with a 95 mm. pad nut.

SOLUTIONS FOR CORNERS

With internal angles either fixed at 90° or hinged (between 
70° and 150°), and fixed or hinged external angles, we can 
provide solutions for almost any corner that may be required 
on site.
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SPACERS

For spacing in a wall of a required length, a connecting profile can be placed 
between the screens if the space is a multiple of 50 mm. This must be atta-
ched using an extendable clamp or a Dywidag bar and hexagonal nut.

For spaces between 100 and 400 mm., a spacer sheet is used (variable 
measurement: can be adjusted millimetre by millimetre). Stiffeners must be 
attached for correct use.

SAFETY AT HEIGHTS

Using the work bracket and the 
parapet, we can construct a 700 
mm. walkway at the edge of the 
formwork. This provides access to 
work areas, and the safety neces-
sary to work at heights.

HOISTING TOOL

Hoisting tools are the accessories 
needed to handle the formwork 
safely using cranes. Sheets of for-
mwork measuring more than 12 
square metres should not be lifted. 
The thread must be inserted into 
the hole for safety.

Spacer sheet 
and connecting 

profile



0909

One-sided wall with 3 and 6-metre braces.

One-sided wall, 3 metres high, using the 
lower part of the 6-metre brace.
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WALL BRACED ON ONE SIDE

To make one-sided walls both safely and quickly, there are braces measuring 3, 4 and 6 metres high.  These 
braces (which are the same as the Light and Cofenol Series) must be used with the screens in horizontal po-
sition, fitting four braces for every three linear metres of formwork, so they form one single body that can be 
moved as a block to the concrete work.  If the screens have to be fitted vertically, due to site needs, Cofresa 
stiffeners will have to be placed horizontally between the screens and the braces, respecting the proportion 
of 4 braces for every 3 linear metres of formwork.

The braces have been calculated 
and designed to guarantee the 
same resistance limits as the rest 
of the heavy series (70 KNw/m2 
with 3mm maximum warping).  
However, and as the design has 
only been calculated for assem-
bly with Cofresa formwork, the 
braces must be exclusively used 
in Cofresa formwork systems as 
correct functioning is not gua-
ranteed with other makes of 
screens. The 6-metre brace is 
comprised of two 3-metre high 
bodies, which can be mounted 
independently to form 3-metre 
walls (see photo).
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oval pillar with 
heavy range 
wall screens and 
heavy range 
round formwork
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SCREEN FOR PILLAR WALL

These have a series of holes which can be used to 
combine 600 and 1000 mm screens to construct 
concrete pillars from 250 mm to any multiple of 50 
mm (the 600 screen gives us 250-450 mm, while 
the 1.000 screen gives us 500-850 mm). The joint 
is made using a pillar hook, Dywidag bar and 95 
mm pad nut (see detail).

These screens are fully compatible with the Heavy 
Range for wall construction.

Assembly of 
formwork for 
pillar using Wall/
Pillar screen.
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Frame/Profiles 100 x 50 y 80 x 40 mm. x mm.

TWO DIRECTIONS lining profiles (side & front)

Allowable Pressure  70 kN/m2

Maximum Allowable Deformation 3 mm.

No. of Tie Rods (width 1000 mm.) 4 tie rods = 1.3 tie rods/m2 

Weight of Screen (approx.) 47.5 kg/m2

Weight of Screen + Acces. (approx.) 52.5 kg/m2

Standard Measurements  1.000 x 3.000, 600 x 3.000, 500 x 3.000,

 400 x 3.000, 300 x 3.000 mm. x mm.

TECHNICAL DATA OF HEAVY RANGE WALL SCREEN

Sheet Thickness 3 mm. (4 mm. on request.)

Frame/Profiles 100 x 50, 100 x 80, 80 x 40 mm. x mm.

TWO DIRECTIONS lining profiles (side & front)

Allowable Pressure  50 kN/m2

Maximum Allowable Deformation 3 mm.

No. of Tie Rods 6 tie rods = 0.83 tie rods/m2 

Weight of Screen (approx.) 53.5 kg/m2

Weight of Screen + Acces. (approx.) 56.7 kg/m2

Standard Measurements  2400 x 3.000 mm. x mm.

TECHNICAL DATA OF HEAVY RANGE LARGE WALL SCREEN 

Sheet Thickness 3 mm.

Frame/Profiles 100 x 50, 80 x 40 mm. x mm.

TWO DIRECTIONS lining profiles (side & front)

Series of 24 mm-diameter holes number: 8 or 6 (depending on width)

Allowable Pressure  70 kN/m2

Maximum Allowable Deformation 3 mm.

No. of Tie Rods (width 1000 mm.) 4 tie rods = 1.3 tie rods/m2 

Weight of Screen (approx.) 51.7 kg/m2

Weight of Screen + Acces. (approx.) 54 kg/m2

Standard Measurements  1.000 x 3.000, 600 x 3.000, 1.000 x 1.500,

 600 x 1500,  mm. x mm.

TECHNICAL DATA OF HEAVY RANGE WALL/PILLAR SCREEN 
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 Dywidag Ø 15.5 mm.
 250 mm. 3000420 0,3
 1.000 mm. 3000390 1,4
 1.500 mm. 3000400 2,1
 6.000 mm. 3000416 1,4/m.

 PILLAR HOOK 3000445 2,3

 Heavy range
 fixed clamp 3000515 6

 Heavy range
 extended clamp 3000517 6,5

 Heavy range
 short extendable corner clamp 3000519 5

 Heavy range
 short fixed clamp 3009878 4,5

 Angle screen joint  3000427 0,3

SPACER ACCESSORIES 

HEAVY RANGE SCREENS REF. NO.
ITEM

REF. NO.
ITEM

BREAKDOWN OF HEAVY RANGE 

 Screens for wall
 1.000 x 3.000 mm. (3 m2) 3000587 145
 600 x 3.000 mm. (1.8 m2) 3000588 99
 500 x 3.000 mm. (1.5 m2) 3000560 85
 400 x 3.000 mm. (1.2 m2) 3000586 66
 300 x 3.000 mm. (0.9 m2) 3000563 50

 800 x 3.000 mm. (2.4 m2) 3000576 132
 700 x 3.000 mm. (2.1 m2) 3000605 116
 200 x 3.000 mm. (0.6 m2) 3000599 33
 1.000 x 1.500 mm. (1.5 m2) 3000562 80
 500 x 1.500 mm. (0.75 m2) 3000561 45
 1.000 x 1.000 mm. (1 m2) 3000603 55
 500 x 1.000 mm. (0.5 m2) 3000608 35

 2.400 x 3.000 mm. (7.2 m2) 3000575 385

 Screens for pillars
 And wall
 1.000 x 3.000 mm. (3 m2) 3000624 155
 600 x 3.000 mm. (1.8 m2) 3000622 84
 1.000 x 1.500 mm. (1.5 m2) 3000623 85
 600 x 1.500 mm. (0.9 m2) 3000621 53

 Spacer sheet
 500 x 3.000 mm. 3000473 49
 500 x 1.500 mm. 3000502 33
 500 x 1.000 mm. 3000476 16

 Connecting profile
 50 x 100 x 3.000 mm. 3000461 14
 50 x 100 x 1.500 mm. 3000493 9
 50 x 100 x 1.000 mm. 3000456 5

PVC ACCESSORIES

HOISTING COMPONENTS 

REF. NO.
ITEM

REF. NO.
ITEM

REF. NO.
ITEM

 PVC tube 3000436

 End cone for ends
 of PVC tube 3000520

 Ø 25 mm. plug for
 front hole 3000387

 ø 25 mm. plug for
 side hole 3000431

 Hoisting tool 3000433 7,5

NB: Weights are approximate.

ACCESSORIES FOR SCREEN JOINTSWEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.
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BREAKDOWN OF HEAVY RANGE 

WORK ACCESSORIES 

CORNER ACCESSORIES REF. NO.
ITEM

REF. NO.
ITEM

 90º Internal cornerpiece
 200 x 200 x 3.000 3000491 80
 200 x 200 x 1.500 3000490 43
 200 x 200 x 1.000 3000489 28

 Hinged internal cornerpiece
 200 x 200 x 3.000 3000481 74

 90º External angle 
 100 x 100 x 3.000 3000464 45
 100 x 100 x 1.500 3000459 22
 100 x 100 x 1.000 30004460 15

 Hinged external angle 
 100 x 100 x 3.000 3000463 31

 Work bracket 700 mm. 3000465 8

 

 Parapet 3000496 2,5

  3000465 14

 Parapet 3000496 2,5

  3000468 11

NB: Weights are approximate.

REF. NO.
ITEM

SUPPORT BRACES FOR ONE SIDE OF WALL

OTHER ACCESSORIES REF. NO.
ITEM

  Anchor for side hole 3000404 0,4 

  Anchor for front hole 3000398 0,4

 Hexagonal nut for
 15.5 mm. dywidag bar  3000428 0,2

 ø 95 mm. wingnut for
 ø 15.5 mm. bar   3000415 0,6

STIFFENERS REF. NO.
ITEM

 Stiffener 3.000 mm. 3000477 20

WEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.

WEIGHT
Kg.

  Braces
 3.000 mm. 3000470 51
 4.000 mm. 3000469 95
 Parapet 3000496 2,5

 Comprised of two
 3-metre high bodies
 6.000 mm. 3000471 250

Ask for different measurements


